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Special Order Information Sheet
S&S Special Order and
Hardened Racing Pushrods Bacause every Indusiry has a leader
Please fax this form to 608-627-0766 when completed
Date Dealer #
Dealer Name: Ordered by:

E mail address:

Phone # Fax #

Please complete this form and return it to S&S Cycle Inc. so your special order parts can be processed. This form will
ensure that your order will be placed correctly and the pushrods produced to your specifications. Items ordered per
this form must be paid in full before production. Any specifications other than those listed will require a drawing or
blueprint, and will only be able to be ordered from November 7st through March 7st.

Check the box in each area that describes your specific application

S&S Special Order Pushrods:

Engine Style:

' 193-5073 Evolution Big Twin and Twin Cam
93-5036 Evolution Sportster
93-5063 Shovelhead-Adjustable Pushrods (use with non-adjustable tappet adaptors)
93-5062 Shovelhead-Non -Adjustable Pushrods (use with adjustable tappet adaptors)
93-5026 Shovelhead- Non Adjustable Pushrods only
93-5071 Shovelhead —Stock Style Adjustable Pushrods (use with OE type hydraulic tappets)
93-5028 Panhead —-Non Adjustable Tappets (use with adjustable tappet adaptors)
93-5027 Panhead —-Non Adjustable Pushrods only
93-5092 Panhead —-Stock Style Adjustable Pushrods (use with OE type hydraulic tappets)
93-5045 Knucklehead Non Adjustable Pushrods
93-5035 Iron Sportster 1957-°85 Non Adjustable Pushrods

S&S Hardened Racing Pushrods:

93-5115 Adjustable Hardened Pushrods-Twin Cam

93-5116 Adjustable Hardened Pushrods Evolution Big Twin

93-5117 Adjustable Hardened Pushrods Evolution Sportster

93-5101 Non Adjjustable Pushrods —Shovelhead-Evolution-Twin Cam-Pro Stock




Special Order Pushrods
Page 2 of 2

Please supply the required information below to order your special length pushrods:

Type of measurement:

] Tip to Tip (If using this measurement you must supply the lengths for all 4 pushrods. 6.650” min.-14.650” max.)

Pushrod # 1

Pushrod # 2

Pushrod # 3

Pushrod # 4

Tubing Length (If using this measurement you must supply the lengths for all 4 pushrods. 4.00” min.-12.00” max.)

Pushrod # 1

Pushrod # 2

Pushrod # 3

Pushrod # 4

Longer than stock (Between 0.007-3.750”)

Specify:

Shorter than stock, (Between 0.00”-4.250”)

Specify:

Do you want the ends installed?
| Yes

L] Mo
Replacement Parts:

50-1069- Hardened Pushrod Tubing 12”long, sold each

93-5077-Pushrod ball ends .375”diameter, sold each




